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Specification

Temperature : - 40°C ~220C d D DI L1 L2 L3 L4
Pressure : < 18 kg/cnd 10 20 21 5 15 275 35
Speed : < 13 m/sec 1222 23 6 15 265 34
14 || 24 25 6 15 290 34

d D D1 L1 15| 25 26 6 15 29.0 34
3/8 20 22.225 7.9 16 || 26 27 6 15 290 34
1/2 24 25.400 7.9 18 | 32 33 6 20 315 39
5/8 26 31.750 10.3 20 |[ 34 35 6 20 315 39
3/4 32 34930 10.3 22 || 36 37 6 20 315 39
7/8 36 38.100 10.3 24 |[ 38 39 6 20 34.0 44

1 39 41280 11.1 25| 39 40 6 20 340 44
11/8 42 44450 11.1 28 || 42 43 6 26 36.5 44
11/4 46 47.630 11.1 30 |[ 44 45 7 26 355 43
13/8 49 50.800 11.1 32 || 46 48 7 26 355 48
11/2 54 53980 111 33 || 47 48 7 26 355 48
15/8 56 60.330 12.7 35 49 50 8 26 345 47
13/4 61 63.500 12.7 38 || 54 56 8 30 37.0 47
17/8 64 66.680 12.7 40 || 56 58 8 30 37.0 47
2 66 69.850 12.7 43 | 59 61 8 30 370 52
21/8 69 76.200 14.3 45 || 61 63 8 30 37.0 52
21/4 77 79.380 143 48 | 64 66 10 30 350 50
2 3/8 80 82.550 143 50| 66 70 10 30 375 50
21/2 83 85.730 143 53| 69 73 10 30 375 60
2 5/8 88 85.730 15.9 5| 71 75 10 30 375 60
2 3/4 89 88.900 15.9 58 | 78 78 10 30 425 60
2718 96 95250 15.9 60 || 80 80 12 30 40.5 58
3 99 98.425 159 63 || 83 83 12 30 405 58
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